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Product Data Sheet

HAROON TBN - 20

DESCRIPTION

Haroon 20 TBN Engine Oil is a high Viscosity Index API Class CD Oil Containing detergent and dispersant additive. In addition, it also contains an Alkaline reservoir to counter the harmful effects of fuels containing high Sulphur. Its total base number (TBN) is 20 typical.

PERFORMANCE FEATURES

· Manufactured from high quality high viscosity index mineral base oil  HVI BASE oils.

·  Having the excellent Performances characteristics of 20 TBN engine oils contain high dosage of selective alkaline detergents.

· These grades meet the API service classification CD.

· It also meets Caterpillar series-III. 

· Oil used where 20 TBN value required.

TYPICAL CHARACTERISTICS

	Tests
	

	Density @ 15.6 oC
	0.907

	Kinematic Viscosity @ 100 oC      cSt
	15.0

	Viscosity Index
	96

	Flash Point oC (CoC)
	200

	TBN
	20

	Pour Point oC 
	-9


APPLICATIONS

· Useful for modern medium speed diesel engines and earth moving machines and also for farm machines fitted with diesel engines including heavy turbo charge diesel trucks. 

HAROON TBN - 30

DESCRIPTION

Haroon 30 TBN Engine Oil is a high Viscosity Index API Class CD Oil Containing detergent and dispersant additive. In addition, it also contains an Alkaline reservoir to counter the harmful effects of fuels containing high Sulphur. Its total base number (TBN) is 30 typical.

PERFORMANCE FEATURES

· Manufactured from high quality high viscosity index mineral base oil  HVI BASE oils.

· Best quality HVI BASE oils having the excellent Performance characteristics of 30 TBN engine oils contain high dosage of selective alkaline detergents.

· These grades meet the API service classification CD.

· It also meets Caterpillar series-III. 

· Oil used where 30 TBN value required

TYPICAL CHARACTERISTICS

	Tests
	

	Density @ 15.6 oC
	0.907

	Kinematic Viscosity @ 100 oC      cSt
	15.0

	Viscosity Index
	96

	Flash Point oC (CoC)
	200

	TBN
	30

	Pour Point oC 
	-9


APPLICATIONS

· Useful for modern medium speed diesel engines and earth moving machines and also for farm machines fitted with diesel engines including heavy turbo charge diesel trucks. 

HAROON TBN - 40

DESCRIPTION

Haroon 40 TBN Engine Oil is a high Viscosity Index API Class CD Oil containing detergent and dispersant additive. In addition, it also contains an Alkaline reservoir to counter the harmful effects of fuels containing high Sulphur. Its total base number (TBN) is 40 typical.

PERFORMANCE FEATURES

· Best quality HVI BASE oils having the excellent Performance characteristics of 40 TBN engine oils contain high dosage of selective alkaline detergents.

· Manufactured from high quality high viscosity index mineral base oil  HVI BASE oils

· These grades meet the API service classification CD.

· It also meets the requirement of Caterpillar series-III. 

· Oil is used where 40 TBN value required.

TYPICAL CHARACTERISTICS

	Tests
	

	Density @ 15.6 oC
	0.90\7

	Kinematic Viscosity @ 100 oC      cSt
	15.0

	Viscosity Index
	96

	TBN
	40

	Flash Point oC (CoC)
	200

	Pour Point oC 
	-9


APPLICATIONS

· Useful for modern medium speed diesel engines and earth moving machines and also for farm machines fitted with diesel engines including heavy turbo charge diesel trucks. 

HAROON 200

DESCRIPTION

Haroon 200 engine oil (API class level CC/SC) is best for use in automotive gasoline diesel engines.  It is also suitable for naturally aspirated diesel engines in moderate duty service and provides best Performance in the application for which they are intended. Its keeps the engine clean, protects against mechanical wear and also protect against low temperature rust and corrosion.  

PERFORMANCE FEATURES

· Provide excellent Performance.

· Keep the Engine clean

· Protect against mechanical wear.

· Protect against low temperature, rusting wear and corrosion

· Confirms API class level SC/CC.

TYPICAL CHARACTERISTICS

	TESTS
	SAE-50

	Density at 15.6 C
	0.901

	Viscosity at 40 C. cst
	18.3

	Viscosity Index 
	90

	Flash Point C (CoC )
	195

	Pour Point C
	-6


APPLICATIONS

· Can be used in the oldest four cycled diesel engines Trucks, Pickups, Buses, Vans as well as in CNG kits fitted cars.  

HAROON - 250

DESCRIPTION

This grade is a blend of high quality solvent extracted base oil and contains selected additives.

It meets the API Performance level classification SD/CC SAE 20W/50. Provides more lubrications and  useful in all weather conditions it also provides excellent protection from rust and corrosion.  TBN quantity neutralize acidic effects  

PERFORMANCE FEATURES

· It is a multi-grade oil useful in all weathers.

· Provides extra lubricity 

· Having detergent and dispersant properties 

· Confirms US Military Performance level MIL-L-2104 B.

TYPICAL CHARACTERISTICS

	TESTS
	SAE 20 W /50

	Density at 15.6 C 
	0.900

	Viscosity at 100 C, cst
	19.0

	Viscosity Index Min
	110

	Flash Point C (CoC) 
	190

	Pour Point C 
	-9


APPLICATIONS

· It is multi-grade oil especially suitable for Japanese model trucks, busses, wagons and Bedford vehicles, tractors and fishing trawlers.

HAROON 340

DESCRIPTION

Haroon 340 oil is blend from high quality solvent extracted base oil and contain selective additives.  It is formulated as per API classification level CF, SAE-40. It carries away heat, prevents from rust/corrosion and keeps away dirt and enhances engine life.  Suitable for turbo charged and super charged heavy duty engines especially for vehicles HINO, NISSAN, ISUZU, TOYOTA, MAZDA, KIA vehicles and fishing trawlers also for diesel engines and tractors.  

PERFORMANCE FEATURES

· It is a mono grade oil confirming API level, SAE-40

· The extra ordinary quantity of TBN protects the engine from acidic effects. 

· Confirms US Millitary Performance level MIL-L-2104 C.

TYPICAL CHARACTERISTICS

	TESTS
	SAE – 40

	Density at 15.6oC
	0.898

	Viscosity at 100oC, cst
	17.0

	Viscosity Index
	100

	Flash Point oC (CoC)
	195

	Pour Point oC 
	-6


APPLICATIONS

· Haroon 340 oil is specially suitable for heavy duty loaders, dumpers and generators 

Also suitable for turbo charged and super charged heavy duty engines specially for Japanese vehicles HINO, NISSAN, ISUZU, TOYOTA, MAZDA KIA vehicles, fishing trawlers also for diesel engines and tractors.    

HAROON 350

DESCRIPTION

Haroon 350 Oil is blended from high quality solvent extracted base oil and contain selective additives.  It is formulated API classification level CF, SAE-20W/50.It carries away heat, prevents from rust/corrosion and keeps away dirt and enhance engine life. It is suitable all seasons.  

PERFORMANCE FEATURES

· It is multigrade oil and protects engine from all weather effects.

· Confirms US Military Performance level MIL-L-2104 C.

TYPICAL CHARACTERISITCS

	TESTS
	SAE 20W/50

	Density at 15.6oC
	0.900

	Viscosity at 100oC, cst
	19.0

	Viscosity Index
	110

	Flash Point oC (CoC)
	190

	Pour Point oC 
	-9


APPLICATIONS

· Haroon 350 oil is specially blended for 4 stroke diesel engines, it is equally suitable for civic area and highway vehicles. Also suitable for tractors, generators and fishing trawlers.

· It is suitable for turbo charged and super charged heavy-duty diesel engines especially for NISSAN, ISUZU, TOYOTA, MAZDA, KIA vehicles.  

· HAROON 350 is best design for heavy-duty loaders.

HAROON BEARING OILS

DESCRIPTION

Haroon Bearing Oils are excellently refined high viscosity index, straight mineral oils. These are recommended specially for bearing lubrication systems, gear cases, air compressors and as general lubricants. 

PERFORMANCE FEATURES

· Carry away heat from industrial bearings 

· High viscosity index oil

· Prevent rust 

· Good antiwear Performance

TYPICAL CHARACTERISTICS

	TESTS
	6
	9
	11
	13
	22

	Density at 15.6oC
	0.880
	0.885
	0.895
	0.900
	0.905

	Viscosity at 40oC, cst
	-
	-
	-
	-
	-

	Viscosity at 100oC, cst
	8.0
	10.0
	14.2
	18.0
	24.0

	Viscosity Index
	95
	95
	95
	95
	95

	Flash Point oC    Min.
	180
	185
	195
	200
	210

	Pour Point oC     Max.
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

· Recommended specially for bearing lubrication system, gear cases, air compressors and as general lubricants

HAROON CYLINDER OIL-155

DESCRIPTION

Haroon Cylinder Oil is a highly Viscous, medium Viscosity index Oil specially blended for saturated steam cylinder lubrication, enclosed gear and other machine parts where a thick grade of oil is required.

PERFORMANCE FEATURES

· Highly viscose lubricating oil

· Developed from special blend 

· Have reasonable water tolerance 

· Can deal with steam condensations without impairing their lubrication efficacy

TYPICAL CHARACTERISTICS

	Tests 
	155

	Density @ 15.6 oC
	0.930

	Kinematic Viscosity @ 100 oC      cSt
	36.0

	Viscosity Index
	70

	Flash Point oC (CoC)
	215

	Pour Point oC 
	-3


	Tests 
	186

	Density @ 15.6 oC
	0.930

	Kinematic Viscosity @ 100 oC      cSt
	37.0

	Viscosity Index
	70

	Flash Point oC (CoC)
	220

	Pour Point oC 
	-3


APPLICATIONS

· Blended for saturated steam cylinder lubrication 

· Enclosed gears and other machine parts 

HAROON CYLINDER OIL - 186

DESCRIPTION

Haroon Cylinder Oil is a highly Viscous, medium Viscosity index Oil specially blended for saturated steam cylinder lubrication, enclosed gear and other machine parts where a thick grade of oil is required.

PERFORMANCE FEATURES

· Highly refined and highly viscose lubricating oil 

· Developed from special blend 

· Have reasonable water tolerance characteristics 

TYPICAL CHARACTERISTICS

	Tests
	

	Density @ 15.6 oC
	0.930

	Kinematic Viscosity @ 100 oC      cSt
	37.0

	Viscosity Index
	70

	Flash Point oC (CoC)
	220

	Pour Point oC 
	-3


APPLICATIONS

· Saturated steam cylinder oils for low speed enclosed gears

HAROON ENGINE OIL CF-4

DESCRIPTION

Haroon Engine Oil CF-4 SAE 15W/40 is a highly refined multi-grade oil formulated with special type of chemicals to meet  API level CF-4. The Performance of this oil in Diesel Engine is of very high caliber and of a superior nature in the areas of oil consumption, bore polish, sludge control, wear oil-oxidation control and T.B.N retention. 

PERFORMANCE FEATURES

Haroon Engine Oil CF-4 SAE 15W/40 is high Performance heavy duty engine oil designed for use in diesel/petrol engines and specially recommended by Allied Engineering and services limited for use in Caterpillar diesel engines. It  meets MIL-L-2104 E&CCMCG4/D4/PD2.  

TYPICAL CHARACTERISTICS

	SAE Viscosity Grade
	15w/40

	Density @ 15.6 oC
	0.895

	Kinematic Viscosity @ 100 oC      cSt
	14.5

	Viscosity Index
	120

	Flash Point oC (CoC)
	190

	Pour Point oC 
	-18


APPLICATIONS

· Suitable for light and heavy duty petrol and diesel vehicles and construction machinery. It is also suitable for diesel engine generators and high speed stop & start vehicles. 

HAROON ENGINE OIL CG-4

DESCRIPTION

Haroon Engine Oil CG-4 SAE 15W/40 is highly refined multi-grade oil formulated with special types of chemicals to meet the API level CG-4.  

PERFORMANCE FEATURES

· Haroon Engine Oil CG-4 SAE 15W/40 oil has outstanding thermal stability and oxidation resistance characteristics.  

· Meet the level of API specification CG-4 SAE 15W/40.

· It also meets VW500.00/501.01/505.00 & MB 228.1.

· Blended from HVI base stocks

TYPICAL PHYSICAL CHARACTERISTICS

	SAE VISOCITY GRADE
	15W/40

	KINEMATIC VISCOSITY (ASTM-D-445) @ 100oC
	15.5

	VISCOSITY INDEX (ASTM-D-2270)
	116

	DENSITY @ 15oC Kg /1 (ASTMD-1298)
	0.895

	FLASH POINToC 
	190

	POUR POINToC
	-15

	TOTAL BASE NUMBER
	10


APPLICATIONS

· Suitable for low emission diesel engines also useful  petrol and diesel road vehicles and construction machinery.

HAROON E.P. LUBRICANTS (Regular)

INDUSTRIAL GEAR OIL

DESCRIPTION

Haroon E.P. Lubricants (Regular) series are high-grade extreme pressure lubricants. These are available in several I.S.O. Viscosity grades and are excellent lubricants for applications where high load and slow speed requires  Extreme Pressure.  These grades are also used in gear-type flexible couplings and spindles in Textile / cement and other industries.  

PERFORMANCE FEATURES

· High grade extreme pressure

· High load carrying capacity

· Adhesive EP characteristics

· High thermal oxidation stability

· Meets MIL-L-2105 US Military Performance level

TYPICAL CHARACTERISTICS

	ISO Viscosity Grade
	68
	100
	150
	220
	320
	460
	680

	Density @ 15.6 oC
	0.892
	0.900
	0.910
	0.920
	0.925
	0.930
	0.930

	Kinematic Viscosity @ 40 oC      cSt
	68
	100
	150
	220
	320
	460
	680

	Viscosity Index
	75
	72
	72
	72
	72
	72
	72

	Flash Point oC (CoC)
	178
	180
	190
	195
	200
	204
	210

	Pour Point oC 
	-3
	-3
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

· Gear Transmission

· Industrial gear drives where Extreme Pressure lubricants are required

· Gear type flexible coupling and spindels

· Bearings

· Circulating and splash lubricated systems

HAROON GAS ENGINE OIL

DESCRIPTION

Haroon Gas Engine Oil (0.5% SULPHATED ASH) has been formulated to provide exceptional deposit, wear, oil oxidation and oil nitration control in the high – output, highly turbo charged natural gas engine. The API – CD quality of oil demonstrate its outstanding deposit control Performance.

PERFORMANCE FEATURES

Haroon Gas Engine Oil is premium quality oil it satisfies the new generation of stationery gas engines provide exceptional deposits, wear, oil oxidation and oil nitration control in the high out put.   It provides excellent piston and engine cleanness and confirms API CD classification.  It confirms US Military Performance level MIL-L-2104 C.

TYPICAL CHARACTERISTICS

	HAROON GAS ENGINE OIL
	

	SAE Viscosity Grade 
	40

	Gravity, @ API  (ASTM D 286)
	26

	Flash Point, oC  (ASTM D  92)  
	260

	Pour Point, oC   (ASTM D  97)
	-15

	Viscosity,  
	

	CSt @ 40 ºC    (ASTM  D 445)
	135

	CSt @ 100 ºC   (ASTM  D 445)
	13.9

	Viscosity Index (ASTM  D 567)
	99

	Sulphated Ash % wt  (ASTM D 874)
	0.51

	TBN, mg KOH/g (ASTM D 2896) 
	5.2

	Phosphorus % wt  (Spectro or AA)
	0.03

	Calcium % wt (Spectro or AA)
	0.12


APPLICATIONS

· Recommended for highly turbo charged natural gas engines.

· Meets the requirements for stationary gas engines fueled by natural gas.

· Maximum protection against piston scuffing, scoring, and piston/cylinder liner wear.

· Improved piston cleanliness and control carbon deposits.

· Excellent foam and corrosion resistance.     

HAROON GOLDEN OIL 140 & 150

DESCRIPTION

· Haroon Golden Oils are blend of high quality mineral base oil, refined paraffinic base stocks. 
· Haroon Golden Oils have been designed for general purpose automotive lubrications. it also provides good control over engine wear and deposit build up and protects against   oxidation  sludge and corrosion.

TYPICAL CHARACTERISTICS

	SAE Viscosity Grade
	40
	50

	Density @ 15.6 oC
	0.915
	0.920

	Kinematic Viscosity @ 100 oC      cSt
	14.0
	18.5

	Viscosity Index
	85
	85

	Flash Point oC (CoC)
	195
	200

	Pour Point oC 
	-6
	-6


APPLICATIONS

· Haroon Golden Oils are blended from highly refined paraffinic base stocks provide efficient lubrication to automotive engines like  Motorbike, auto rickshaws, cars and other light vehicles. 

HAROON HORIZON OIL

DESCRIPTION

Haroon Horizon Oils are premium quality, highly refined, fully inhibited, multipurpose lubricating oils blended from H.V.I. base oils. These oils are inhibited against oxidation, rust, foaming and corrosion. In addition these oils contain antiwear additives. These oils are available in a wide range of viscosities for a variety of applications such as circulating systems, air compressors, gear-reducers, electric motors, machine tools, gears & bearings. Haroon Horizon Oils are top-of-the line industrial oils  by us. These Oils are especially suitable for hydraulic applications.

PERFORMANCE FEATURES

· Premium quality highly refined fully inhabited multipurpose lubricating oil 

· HVI based inhabited against oxidation, rust, foaming and corrosion 

· Contain antiwear additives 

· Provides long service life 

· Maintains system by rapidly releasing air

· Good resistance to thermal degradation

· Available in wide ISO VG grades 22, 32, 46, 68, 90, 100, 115, 150, 220, 320 & 460.

· It also confirm DIN 51524 level 

TYPICAL CHARACTERISTICS

	TESTS
	22
	32
	46
	68
	90
	100
	115
	150
	220
	320
	460

	Density at 15.6oC
	0.865
	0.875
	0.880
	0.885
	0.888
	0.890
	0.892
	0.895
	0.899
	0.900
	0.905

	Viscosity at 40oC, cst
	22
	32
	46
	68
	90
	100
	115
	150
	220
	320
	460

	Viscosity Index
	96
	96
	96
	95
	95
	95
	95
	95
	95
	95
	95

	Flash Point oC    CoC
	200
	205
	210
	215
	220
	230
	235
	238
	240
	245
	250

	Pour Point oC     
	-6
	-6
	-3
	-3
	-3
	-3
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

· Specially suitable for hydraulic applications 

· Circulation system 

· Gear compressor

· Gear reducers

· Electric motors

· Machine tool gears and bearings

HAROON INDUSTRIAL OIL

DESCRIPTION

Haroon Industrial Oils - are highly refined, high Viscosity Index, straight mineral oils containing minute quantities of anti-foam additive. It is recommended for bearing lubrication systems, gear cases, air compressors and as general lubricant in industries.

PERFORMANCE FEATURES

· Highly refined 

· High Viscosity Index straight mineral oils 

· Containing minute quantities of anti foam additives

· Provide outstanding antiwear Performance 

· Inhabited against oxidation rust foaming corrosion and low fraction

TYPICAL CHARACTERISTICS

	TESTS
	10
	40
	140

	Density at 15.6oC
	0.865
	0.895
	0.905

	Viscosity at 40oC, cst
	21.0
	150
	460

	Viscosity Index
	96
	95
	95

	Flash Point oC    Min.
	178
	195
	210

	Pour Point oC     Max.
	-6
	-3
	-3


APPLICATIONS

· Recommended for bearing lubrication system 

· Gear cases 

· Air compressor and general lubricants in industries

HAROON KNITTING OIL

DESCRIPTION

Haroon Knitting Oils are specially developed oils with special properties of non-staining. It is therefore eminently suitable for applications requiring a non-staining oil/Scourable Oil.

PERFORMANCE FEATURES

· Specially developed oil 

· Excellent oxidation stability

· Readily scourable oil 

· Non staining oil 

· Good corrosion preventation properties

· Anti oxidation and scourability characteristics 

TYPICAL CHARACTERISTICS

	TESTS
	

	Density at 15.6oC
	0.885

	Viscosity at 40oC, cst
	    22.0

	Flash Point oC    COC
	70


APPLICATIONS

· Provide excellent mechanism to knitting machines.

· Provide excellent smooth operating facility to knitting machines producing wool, cotton, yarn, silk and other fibres.

· Also suitable for high PERFORMANCEEe to high speed knitting machines 

HAROON LUBE BRIGHT OILS HD

PRODUCT DESCRIPTION

Haroon Lube Bright Oils are excellent in their class and are high Performance automotive oils for use in lubrication of high speed diesel and petrol engines. 

PERFORMANCE FEATURES

· These oils meet the Performance level of API Classification SAE SC/CC 

· Provides efficient lubrication

· Blended from HVI base stock and contains detergent/dispersant additive to meet the requirements of HD oils.

· Confirm US Millitry Performance level MIL-L-2104B 

TYPICAL CHARACTERISTICS

	SAEI Numbers
	10
	20
	30
	40
	50

	Density @ 15.6o C
	0.875
	0.880
	0.890
	0.896
	0.900

	Viscosity @ 100oC   cst
	6.0
	8.5
	10.2
	14.5
	19.0

	Viscosity Index
	96 Min
	96 Min
	96 Min
	96 Min
	96 Min

	Flash Point oC
	178
	180
	185
	190
	195

	Pour Point oC
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

Haroon lube Bright oil are available in find MONO Grade version. These have been especially designed for diesel engines operating under severe conditions such as those found in small trucks, commercial vehicles, vans & certain stationary units.

HAROON LUBE MOTOR OIL XHD-40

DESCRIPTION

Haroon Lube Motor Oil XHD-40 (Long Drain) is formulated with finest base stocks and additive to give superior Performance in diesel and petrol engines. The detergent and dispersant levels are that of API Class SF/CC. This oil is recommended for gasoline and Diesel Engine powered cars, trucks, construction and farming equipments. 

PERFORMANCE FEATURES

Haroon Lube Motor Oil XHD-40 (Long Drain) is specially formulated with finest base stock and additives to give superior Performance in diesel and petrol engines and it meets API class SF/CC classification.  It also meets MIL-L-2104 C. 

TYPICAL CHARACTERISTICS

	SAE Viscosity Grede
	40
	20-W/50

	Density @ 15.6 oC
	0.896
	0.900

	Kinematic Viscosity @ 100 oC      cSt
	14.5
	19.0

	Viscosity Index
	96
	110

	Flash Point oC (CoC)
	206
	200

	Pour Point oC 
	-3
	-9


APPLICATIONS

· Useful for gasoline and diesel engines. Also suitable for cars engines fueled by gasoline leaded & un-leaded fuel. This oil is designed to provide excellent protection against oil oxidation, high temperature engines deposit, rust & corrosion in both gasoline & diesel Engines. This oil is an ideal choice for combining good lubrication with reduced costs especially for engines operating in hot dusty climate.

HAROON LUBE OIL HD 30/40

DESCRIPTION

This grade is excellent in its class and is eminently suitable for use in the Lubrication of high speed Diesel and Petrol engines. It is manufactured from MVI base stocks and contains detergent/dispersant additives to meet the requirements of HD Oils. 
PERFORMANCE FEATURES

· Haroon Lube Oil 30/40 is excellent class engine oil formulated from high quality base stock for both diesel and petrol engine fitted vehicles and confirms API classification SC/CC and also US Military Performance level MIL-L-2104 B.

· It provides easy start and sparks plug efficiency.

· Better fuel efficiency

· Excellent engine protection  

TYPICAL CHARACTERISTICS

	SAE
	30/40

	Density at 15.6oC
	0.920

	Viscosity at 100oC, cst
	13.5

	Viscosity Index
	72

	Flash Point oC    Min.
	195

	Pour Point oC     Max.
	-3


APPLICATIONS

Suitable for both diesel and petrol engines. It is also suitable for 4 stroke motorcycles and  for 2 stroke gearboxes.  

HAROON LUBE OIL HD PLAIN

DESCRIPTION

Haroon Lube HD Plain oils are imminently suitable oils for lubrication of high-speed diesel and petrol engines.These engine oils are available in wide mono range beween 10 and 50.

PERFORMANCE FEATURES

· High Performance engine oils formulated from high viscosity index base stocks and contain detergent / dispersant additives to meet the requirements of HD oils and specially additives imparting detergent, dispersant, antioxidant, antirust, antiwear and antifoam properties.

· Meets API service classification SC/CC.

· Also meets US Military specification MIL-L-2104 B.

TYPICAL CHARACTERISTICS

	SAE 
	10
	20
	30
	40
	50

	Density at 15.6oC
	0.895
	0.900
	0.915
	0.925
	0.930

	Viscosity at 40oC, cst
	-
	-
	-
	-
	-

	Viscosity at 100oC, cst
	6.0
	8.5
	11.4
	14.5
	19.0

	Viscosity Index
	75
	75
	72
	72
	72

	Flash Point oC    CoC
	210
	230
	235
	245
	250

	Pour Point oC     
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

Suitable for high Performance of high speed diesel and petrol engines and also useful in small trucks, commercial vehicles, vans and cars.
HAROON LUBE OIL HD SPECIAL

DESCRIPTION

These grades are excellent in their class and are eminently suitable for use in the lubrication of high speed Diesel and Petrol engines. These are blend of from MVI base stocks and detergent / dispersant additive to meet the requirements of H.D. Oils. 

PERFORMANCE FEATURES

· High Performance mono grade oils formulated from HVI base oils with detergent/dispersant additives providing reliable all year around Performance in the applications for which they are intended.

· These oils meet the Performance level of API Class SC/CC and also confirmed US military specification MIL-L-2104 B.

· These are also available in wide viscosity range SAE 10 to 50. 

TYPICAL CHARACTERISTICS

	SAE 
	10
	20
	30
	40
	50

	Density at 15.6oC
	0.895
	0.900
	0.915
	0.925
	0.930

	Colour
	Red
	Red
	Red
	Red
	Red

	Viscosity at 100oC, cst
	6.0
	8.5
	11.4
	14.5
	19.0

	Viscosity Index
	75
	75
	72
	72
	72

	Flash Point oC    Min.
	178
	184
	190
	195
	200

	Pour Point oC     Max.
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

Heavy Duty engine oils suitable for use in diesel and petrol engines, trucks, commercial vehicles, cars, tractors, vans and certain stationery units.
HAROON MP GEAR OIL GL-4

DESCRIPTION

Haroon M.P. Gear Oils are blend of highly refined paraffinic base stocks and containing Extreme Pressure additives. These are recommended for automotive gear boxes and other transmission systems where extreme pressure oils are required. 

PERFORMANCE FEATURES

· It meets the Performance level of API GL-4. 

· It also meets MIL-L-2105 US Military specification level.

TYPICAL CHARACTERISTICS

	TESTS
	80
	90
	140

	Density at 15.6oC
	0.888
	0.920
	0.930

	Viscosity at 100oC, cst
	   8.5
	19.0
	33.0

	Viscosity Index
	75
	70
	70

	Flash Point oC    Min.
	180
	200
	210

	Pour Point oC     Max.
	-3
	-3
	-3


APPLICATIONS
· Haroon MP Gear Oil API GL-4 is extreme pressure gear oils containing multifunctional additives showing good antiwear oxidation stability and antirust properties these are recommended for automotive gear boxes and other transmission systems such as hypoid final drive units and heavily loaded helical and sper gas.
HAROON MP GEAR OIL GL-5

DESCRIPTION

Haroon M.P. Gear Oils are blended from highly refined paraffinic base stocks and contain Extreme Pressure additives. These are recommended for automotive gear boxes, differentials and other transmission systems where an extreme pressure oils is required. 

PERFORMANCE FEATURES

· It meets the Performance level of API GL-5. 

· It also meets MIL-L-2105 B US Military specification level.

TYPICAL CHARACTERISTICS

	TESTS
	80
	90
	140

	Density at 15.6oC
	0.875
	0.898
	0.905

	Viscosity at 100oC, cst
	8.9
	18.5
	30.0

	Viscosity Index
	95
	95
	95

	Flash Point oC    Min.
	180
	200
	210

	Pour Point oC     Max.
	-3
	-3
	-3


APPLICATIONS

· These gear oils are recommended for automotive gear boxes, differential and other transmission systems.

· Haroon Gear Oil API GL-5 levels are also suitable for use under the most stringent service condition high speed / shock  load and high speed / low torque and low speed / high torque conditions.

HOLSPIN - 10

DESCRIPTION

Holspin – 10 is manufactured from paraffinic base oil and contains additives which impart to it anti-oxidant and anti-rust qualities. It is specially suited for ring spindles running at high speeds.  

PERFORMANCE FEATURES

· Manufactured from paraffanic base oils

· Contains additives which impart to it antioxidant and antirust qualities

· Readily securable 

· Provides good corrosion protection properties

· Confirm Performance level DIN-51524 

TYPICAL CHARACTERISTICS

	Test
	

	Density @ 15.6 oC
	0.865

	Kinematic Viscosity @ 40 oC      cSt
	21.0

	Viscosity Index
	90

	Flash Point oC (CoC)
	178

	Pour Point oC 
	-6


APPLICATIONS

· Specially designed for textile extra ordinary fast running textile spindle

· It is also recommended for the faster textile machines 

· Recommended for looms operating at slower speed and heavier fabrics 

HAROON QUENCHING OIL

DESCRIPTION

These oils are paraffinic type of Base Oils with excellent resistance to oxidation & thickening. These oils are recommended for heat-treatment applications e.g. quenching etc.

PERFORMANCE FEATURES

· High flash point

· Excellent resistant to oxidation and thickening

· Low volatility

· Good inter stage corrosion inhibition 

· Good water shading properties 

TYPICAL CHARACTERISTICS

	Test
	

	Density at 15.6oC
	0.870

	Viscosity at 40oC, cst
	20.0

	Viscosity Index
	90

	Flash Point oC    Min.
	178

	Pour Point oC     Max.
	-3


APPLICATIONS

Recommended for the conventional fast quenching of carbon alloy steel and other accessories.

HAROON SOLUBLE OIL

DESCRIPTION

This is specially compounded emulsifying oil, which readily mixes with water. It forms homogeneous and exceptionally stable emulsions. It is used in the machining and grinding of both ferrous and non-ferrous metals. In general, the richer emulsions are used for more difficult jobs and lean oil / water mixtures are used where massive cooling is required. Always add ‘oil’ to water when preparing emulsions.

PERFORMANCE FEATURES

· Specially compounded emulsifying oil 

· High quality product

· Forms homogeneous and exceptionally stable emulsion 

· Readily mixes with water

· Provide good cutting oil Performance 

· Good free flowing and wetting properties 

· Good emulsion stability 

· Corrosion inhibition emulsion stability

· Provide lubricity and cooling 

· Suitable for both ferrous and non ferrous metals.

TYPICAL CHARACTERISTICS

	TESTS
	

	Density at 15.6oC
	0.880

	Viscosity at 40oC, cst
	20.0

	Flash Point oC    COC
	70


APPLICATIONS

· Used in machining 

· Used in grinding 

· Richer emulsions are used for most difficult jobs and Len Oil / water mixture are used

· Add ‘oil’ to water with 1:9 ratio when preparing emulsion 

HAROON SUGAR MILL COMPOUND-4300 

DESCRIPTION

Haroon Sugar Mill Compound 4300 is specifically formulated compound for use in the large plain bearings of Sugar Mill crushers & grinders operating under severe conditions, and also subject to gross contamination by water, cane juice and bagasse. Sugar Mill Compound’s special additives ensure lower bearing temperatures & offer excellent antirust & anti wear protection. It is also suitable for chains and open gears.   

PERFORMANCE FEATURES

· Specifically formulated compound

· Provide excellent anti rust and antiwear protection  

· Having extreme pressure properties

· Provide satisfactory lubrication under shock load condition without rupture

TYPICAL CHARACTERISTICS

	TESTS
	

	Density at 15.6oC
	0.985

	Viscosity at 100oC, cst
	110

	Flash Point oC    Min.
	225


APPLICATIONS

· Recommended for use in the large plain bearings of sugar mill crusher and grinders operating under severe condition.

· It is also suitable for chains and open gears

· Useful in Can cursing ruler bearing of sugar Mills and specifically suitable for gun metal bearings

HAROON SUPER EXTRA MACHINE OIL

DESCRIPTION

This is highly refined high Viscosity Index Oil containing anti-oxidant additive and is suitable for general applications in machineries where light oils are required.

PERFORMANCE FEATURES

· Highly refined 

· High Viscosity Index straight mineral oils 

· Containing minute quantities of anti foam additives

· Provide outstanding antiwear Performance 

· Inhabited against oxidation rust foaming corrosion and low fraction

TYPICAL CHARACTERISTICS

	Test
	

	Density @ 15.6 oC
	0.870

	Kinematic Viscosity @ 40 oC      cSt
	21.0

	Viscosity Index
	90

	Flash Point oC (CoC)
	178

	Pour Point oC 
	-6


APPLICATIONS

· Suitable for general application in machineries where light oils are required

HAROON SUPER FLEET OIL

DESCRIPTION

Haroon Super-Fleet HD oils are formulated with HVI base-stocks and additives to get excellent Performance from Diesel and Petrol engines. Their detergent and dispersant level are that of API Class SD/CC. These Oils are recommended for light and heavy-duty service, long haul or stop and go service of gasoline and diesel engine powered cars, trucks, construction and farm equipments.

PERFORMANCE FEATURES

· These oils meet the Performance level of API Classification SD/CC.

· Meet the US Military specification MIL-L-2104 B.

· It is formulated from high quality base oils and carefully chosen chemical additives which provide dispersant, detergent, anti -oxidant anti-wear and anti-rust properties.

· It is available in SAE 40 & 50 range. 

TYPICAL CHARACTERISTICS

	SAE 
	10
	20
	30
	40
	50

	Density at 15.6oC
	0.878
	0.885
	0.892
	0.898
	0.905

	Viscosity at 40oC, cst
	-
	-
	
	-
	-

	Viscosity at 100oC, cst
	6.0
	8.5
	10.2
	14.6
	19.0

	Viscosity Index
	96
	96
	96
	96
	96

	Flash Point oC    Min.
	178
	185
	198
	206
	210

	Pour Point oC     Max.
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

Haroon Super Fleet HD oils are superior in  Performance and useful in diesel and petrol engines  and are also recommended for light and heavy duty services these are also suitable for long haul and stop and go service gasoline and diesel engines, powered cars, trucks, construction and farm equipment.

HAROON SUPER LUBE OILS

DESCRIPTION

These grades are excellent in their class and are eminently suitable for use in the lubrication of high speed Diesel and Petrol engines. These are blended from MVI base stocks and contain detergent / dispersant additive to meet the requirements of H.D Oils 

PERFORMANCE FEATURES

· These oils meet the Performance level of API Class SC/CC and also meet US military specification MIL-L-2104 B. 

· Haroon Super Lube oils are excellent in their class they are blended from finest base stock  and contain detergent/dispersant additives.

· Protects against rust and corrosion, provides good Performance in heavy duty high speed petrol and diesel engines  

TYPICAL CHARACTERISTICS

	SAE 
	10
	20
	30
	40
	50

	Density at 15.6oC
	0.895
	0.900
	0.915
	0.925
	0.930

	Viscosity at 40oC, cst
	-
	-
	
	-
	-

	Viscosity at 100oC, cst
	6.0
	8.5
	11.4
	14.5
	19.0

	Viscosity Index
	85
	85
	80
	80
	80

	Flash Point oC    Min.
	178
	184
	190
	195
	200

	Pour Point oC     Max.
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

Haroon Super Lube heavy duty oils are suitable for use in lubrication of heavy duty petrol and diesel engines.

These oils are mono grade oils provide good control over engine wears and protects against rust and corrosion, also provide protection against sludge and oxidation.

HAROON SUPER TEXTILE OILS

DESCRIPTION

Haroon Super Textile Oils are highly refined MVI oils covering a wide viscosity range. These oils are recommended for general-purpose lubrication. 

PERFORMANCE FEATURES

· Highly refined oil 

· Excellent oxidation stability

· Good corrosion prevention properties

TYPICAL CHARACTERISTICS

	ISO Viscosity Grade
	43A
	68
	100
	150
	220

	Density @ 15.6 oC
	0.890
	0.895
	0.910
	0.920
	0.925

	Kinematic Viscosity

@ 40 oC      cSt

@ 100 oC    cSt
	43

-
	68

-
	100

-
	150

-
	250

-

	Viscosity Index
	75
	75
	72
	72
	72

	Flash Point oC (CoC)
	180
	185
	190
	200
	210

	Pour Point oC 
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

· General purpose lubrication 

· Its also suitable for Textile looms

· Also recommended for the faster textile machine 

· Haroon super textile oil also recommended for looms operating at slower speed on heavier load.

HAROON SUPREME OILS

DESCRIPTION

Haroon Supreme Oils are highly detergent-dispersant ‘Series’ III oils designed to provide outstanding Performance in Diesel Engines. These Oils meet the requirements of Caterpillar Tractor Company and also meet the level of API Class CD Oils. These are recommended for all earth moving equipments fitted with Diesel Engines.  

PERFORMANCEEE FEATURES

· Haroon Supreme oils are blended from finest base stock and meet the Performance level of API class CD/SE.   

· Also meet the requirements of API US military specification MIL-L-2104 C.

· Confirms SAE 10-50 and 20w50 viscosity range.

· It is also available in multigrade viscosity range SAE 20W/50. 

TYPICAL CHARACTERISTICS

	SAE Viscosity 
	10W
	20
	30
	40
	50
	20W/50

	Density @ 15.6 oC
	0.870
	0.880
	0.890
	0.895
	0.900
	0.905

	Kinematic Viscosity @ 100 oC      cSt
	5.3
	8.0
	10.8
	14.5
	19.0
	19.0

	Viscosity Index     min
	96
	96
	96
	96
	96
	110

	Flash Point oC (CoC)
	200
	210
	218
	230
	235
	235

	Pour Point oC 
	-6
	-6
	-6
	-3
	-3
	-9


APPLICATIONS

· Haroon Supreme oil is advance diesel engine oil designed for the lubrication of all earth moving equipment fitted with diesel engines specially Caterpillar earth moving machinery.

· It is also useful for long distance trucking and similar constant speed on road operation hydraulic and transmission systems of heavy construction equipment.

HAROON SURETY OILS

Circulation systems oil

DESCRIPTION

Haroon Surety Oils are highly refined, high Viscosity Index, straight mineral oils containing minute quantities of anti-foam additive. These are recommended for bearing lubrication systems, gear cases, air compressors and as general lubricant.

PERFORMANCE FEATURES

· Highly refined 

· High viscosity index oil

· Straight mineral oil containing minute quantities of antifoam additives 

· Oxidation resistance 

· Available in following ISO VG grade 22,32,46,68,90,100,115,150.220.320&460

TYPICAL CHARACTERISTICS

	ISO Viscosity 
	22
	32
	46
	68
	90
	100
	115
	150
	220
	320
	460

	Density @ 15.6 oC
	0.865
	0.875
	0.88
	0.885
	0.888
	0.890
	0.892
	0.895
	0.899
	0.90
	0.905

	Kinematics Viscosity
	22
	32
	46
	68
	90
	100
	115
	150
	220
	320
	460

	Viscosity Index
	95
	95
	94
	94
	94
	94
	94
	94
	94
	94
	94

	Flash Point oC (CoC)
	178
	180
	185
	188
	190
	195
	200
	204
	208
	210
	215

	Pour Point oC 
	-6
	-6
	-3
	-3
	-3
	-3
	-3
	-3
	-3
	-3
	-3


APPLICATIONS

· Recommended for bearing lubrication system 

· Gear cases

· Circulation system

· High heat transfer co-efficient

· Plain and rolling elements bearings 

· Roll neck bearings 

· Enclosed spur helical, bevel and warm gear boxes

HAROON TURBO – 2

TWO STROKE ENGINE OIL  

DESCRIPTION

Haroon Turbo-2 oil has been specially developed for the lubrication of two stroke gasoline automotive engines. The beneficial properties include reasonable thermal stability as less piston ring sticking and scared deposit, low combustion chamber and exhaust deposits reducing piston ring sticking.

PERFORMANCE FEATURES

· Provide protection against piston and cylinder scuffing.

· It provides protection against ring shaking and exhaust blocking.

· Improve detergency and lubricity

· There is no claim on the specification of Haroon Turbo-2 oil.

TYPICAL CHARACTERISTICS

	TESTS
	

	Density at 15.6oC
	0.905

	Viscosity at 100oC, cst
	8.5

	Viscosity Index
	70

	Flash Point oC    Min.
	105

	Pour Point oC     Max.
	-6


APPLICATIONS

Haroon Turbo-2 oil is suitable for 2 stroke engines fitted with premix system or self mixing  premium grade for gasoline engine as well as for industrial and agriculture machinery 2-stroke engines. 

HAROON TURBO – 4

Four Stroke Engine Oil

DESCRIPTION

Haroon Turbo-4 is a quality 4-strock motor cycle oil formulated with selected high viscosity index mineral oils having detergent and dispersant additives to provide a good all-year round Performance in 4-strock motor cycle.

PERFORMANCE FEATURES

· Easy start and cleaner spark plugs

· Better fuel efficiency

· Excellent engine protection

· Enhance engine cleanliness

· Fully compatible with leaded and un-leaded petrol

· Confirms API SC/CC SAE-40 level.

· Confirms US Millitary Performance level MIL-L-2104 B.

TYPICAL CHARACTERISTICS

	TESTS
	SAE-40

	Density at 15.6oC
	0.899

	Viscosity at 100oC, cst
	15.0

	Viscosity Index
	96

	Flash Point oC    Min.
	195

	Pour Point oC     Max.
	-3


APPLICATIONS

Specially designed for 4-strocke motorcycles and also for 2-strocke gear boxes.  

HAROON WIRE ROPE COMPOUND

DESCRIPTION

Haroon Wire Rope Compounds are gear shield-type lubricants possessing outstanding lubricating qualities with excellent adhesive properties. These oils provide maximum protection against wear and are recommended for open-gears as well as heavy duty enclosed gears. 

range.

PERFORMANCE FEATURES

· These oils are gear shield type lubricants

· Excellent adhesive properties.

· Provide maximum protection against wear.

· Non-corrosive asphaltic compound. 

TYPICAL CHARACTERISTICS

	TEST
	0
	1
	3
	5

	Density at 15.6oC
	0.985
	0.990
	1.000
	1.050

	Viscosity at 100oC, cst
	140
	230
	700
	1600

	Flash Point oC    Min.
	225
	250
	270
	290


APPLICATIONS

· Recommended for opens gears 

· Heavy duty enclosed gears

· Also suitable for low speed enclosed gears.

· High load carrying lubricants for non Extreme Pressure applications.

HAROON WOOL OIL
DESCRIPTION

This is specially compounded emulsifying wool oil.  This oil is used for wool during various manufacturing processes.

Our oil, with suitable emulsifiers, is used for dilution with water before use. It forms homogenous and exceptionally stable emulsion. The emulsion made from the oil leaves no residues or in any way affect the wool fibre that will interfere with subsequent processing . Always add "oil" to water  when preparing emulsions.  

PERFORMANCE FEATURES

· Specially compounded emulsifying wool oil 

· Use for dilution with water

· Good emulsion stability 

· High quality wool oil

· Suitable emulsifies with water 

· Always add oil to water

TYPICAL CHARACTERISTICS

	TESTS
	

	Density at 15.6oC
	0.880

	Viscosity at 40oC, cst
	20.0

	Flash Point oC    COC
	70


APPLICATIONS

· Before use dilute oil with water. 

· Use during various manufacturing process in wool.

· Oil effect the wool fiber that will interfere with subsequent processing 

HAROON SHARP OILS
DESCRIPTION

These Oils are of premium quality heavy duty neat cutting oils, manufactured from blends of essentially solvent refined mineral oils and extreme pressure selective additives, especially for use of medium and high severity cutting operations.

PERFORMANCE FEATURES

· Excellent machining Performance

· Controlled extreme pressure properties

· Good tool life

· Grade rationalization potential

TYPICAL CHARACTERISTICS

	TESTS
	1
	2

	Density at 15.6oC
	0.883
	0.897

	Viscosity at 100oF, cst
	29.7
	29.7

	Flash Point oC    COC
	180
	180


APPLICATIONS

· Gear cutting 

· Tapping and threading

· Deep drilling

· Broaching

Should not be used for machining yellow metals because of the risk of staining.

HAROON – 130 & 140

DESCRIPTION

This grade is manufactured from high quality solvent extracted base oil and contains selective additives meet the API Performance level classification CC/SD.   Provides more lubrications equal useful in all weather excellent protection also provides excellent protection from rubbing the more TBN quantity neutralize acidic effects  

PERFORMANCE FEATURES

· These oils meet the Performance level of API Classification CC/SD.

· It formulated from high quality base oils and carefully chosen chemical additives which provide dispersant, detergent, anti -oxidant anti-wear and anti-rust properties.

· It is available in SAE 30 & 40. 

TYPICAL CHARACTERISTICS

	
	HAROON-130
	HAROON-140

	SAE 
	30
	40

	Density at 15.6oC
	0.892
	0.898

	Viscosity at 40oC, cst
	
	-

	Viscosity at 100oC, cst
	10.2
	14.6

	Viscosity Index
	96
	96

	Flash Point oC    Min.
	198
	206

	Pour Point oC     Max.
	-3
	-3


APPLICATIONS

Haroon 130 & 140 oils are superior Performance oils useful in diesel and petrol engines and are recommended for light and are also recommended for light and heavy duty services these are also suitable for long haul and stop and go service gasoline and diesel engines, powered cars, trucks, construction and farm equipment.

HAROON EP GEAR OIL - 90

DESCRIPTION

Haroon EP Gear Oil 90  is manufactured from highly refined paraffinic base stocks and contains Extreme Pressure additives. This is recommended for automotive gear boxes, differentials and other transmission systems where an extreme pressure oil is required. 

PERFORMANCE FEATURES

· It meets the Performances level of API GL-4. 

TYPICAL CHARACTERISTICS

	TESTS
	90

	Density at 15.6oC
	0.898

	Viscosity at 100oC, cst
	18.5

	Viscosity Index
	95

	Flash Point oC    Min.
	200

	Pour Point oC     Max.
	-3


APPLICATIONS

· This gear oil is recommended for automotive gear boxes, differential and other transmission systems.

· Haroon EP Gear Oil API GL-4 level is also suitable for use under the most stringent service condition high speed / shock  load and high speed / low torque and low speed / high torque conditions.

HAROON INDUSTRIAL GREASES

DESCRIPTION

Haroon Industrial Greases are manufactured with a special mixture of Lithium soaps and have properties which make them suitable for a wide range of applications.  These can be used at higher and low temperatures, have good mechanical stability and resist water.  These are inhibited against oxidation and corrosion.

TYPICAL CHARACTERISTICS

	TESTS
	HAROON INDUSTRIAL  GREASE No. 2
	HAROON INDUSTRIAL

GREASE No. 3

	Base
	LITHIUM 
	LITHIUM 

	Drop Point oC min.
	180
	180

	Penetration @ 25 oC
	265-295
	220-250

	Working Temp range oC
	High temperature application
	High temperature application

	NLGI Number
	2
	3


HAROON EXTRA PRESSURE GREASE 

DESCRIPTION

Haroon Extra pressure Greases are manufactured with a special mixture of Lithium soaps and contain extreme pressure –EP additive imports increased load carrying & shock loading ability compared to plain Industrial Grease. These can be used at high temperature applications.

TYPICAL CHARACTERISTICS

	TESTS
	HAROON GREASE –EP-0
	HAROON GREASE EP-1
	HAROON GREASE EP2

	Base
	LITHIUM 
	LITHIUM 
	LITHIUM 

	Drop Point oC min.
	170
	180
	180

	Penetration @ 25 oC
	335-385
	310-345
	265-295

	Working Temp range oC
	High temperature application
	High temperature application
	High temperature application

	NLGI Number
	         0
	1
	2


HAROON MP GREASE

DESCRIPTION

Haroon MP Grease is an all season multi-purpose lithium base automotive Grease of highest quality of NLGI-2 consistency. It provides superior lubrication for the components of automotive.

TYPICAL CHARACTERISTICS

	TEST
	HAROON MP GREASE

	BASE
	LITHIUM SOAP

	DROP POINT MIN
	180

	PETRATION @ 25C
	HIGH TEMPERATURE

	WORKING TEM RANGE C
	APPLICATION

	NLGLI NUMBER
	2


HAROON SUPREME PLUS OIL
API SG/CD SAE-20W/50

DESCRIPTION

Haroon Supreme Plus oil is manufacture from high quality paraffinic base oils especially inhibited against oxidation and corrosion especially formulated with detergent, dispersant and anti-wear additives this combination ensures minimum deposit formation on pistons, combustion chambers and exhaust valves, it reduces mechanical and corrosive wear and provides protection against low temperature sludge formation, oxidation and rusting.  Eminently suitable for high speed Petrol & Diesel Engines. 

PERFORMANCE FEATURES

· Meets the performance level of API class SG/CD 
· Advanced detergent technology 

· High thermal and oxidative stability  

· Provides Excellent protection

· Provide good shear stability

· Excellent in its class

· Suitable for high speed Petrol & Diesel Engines   

TYPICAL CHARACTERISTICS

	TESTS
	SAE- 20W/50

	Density at 15C kg/L 
	0.899

	Viscosity at 40 C, cSt.
	200

	Viscosity at 100 C, cSt.
	20.5

	Viscosity Index 
	120

	Flash Point oC (CoC)
	248

	Pour Point oC 
	-18


HAROON LUBE MOTOR OILS HD 

DESCRIPTION

Haroon lube Motor oil HD is blend from high quality base oil and contain selective additives.  It is formulated as per API classification level CF available viscosity SAE-40. It carries away heat, prevents from rust, corrosion and enhances engine life. Suitable for especially for two stroke Diesel Engines and fishing trawlers also for diesel engines.  

PERFORMANCE FEATURES

· Advanced detergent technology 

· High thermal and oxidative stability  

· Provides Excellent protection

· Provide good shear stability

TYPICAL CHARACTERISTICS

	TESTS
	SAE – 40

	Density at 15.6oC (ASTM –D1298)
	0.898

	Viscosity at 100oC, cst (ASTM-D 445)
	15.0

	Viscosity Index  (ASTM-D2270)
	100

	Flash Point oC (CoC)(ASTM-D92)
	195

	Pour Point oC (ASTM-D97)
	-6


HAROON GAS ENGINE OIL

DESCRIPTION

Haroon Gas Engine Oil (0.5% SULPHATED ASH) has been formulated to provide exceptional deposit, wear, oil oxidation and oil nitration control in the high – output, highly turbo charged natural gas engine. The API – CD quality of oil demonstrate its outstanding deposit control Performance.

PERFORMANCE FEATURES

Haroon Gas Engine Oil is premium quality oil it satisfies the new generation of stationery gas engines provide exceptional deposits, wear, oil oxidation and oil nitration control in the high out put.   It provides excellent piston and engine cleanness and confirms API CD classification.  It confirms US Military Performance level MIL-L-2104 C.

TYPICAL CHARACTERISTICS

	HAROON GAS ENGINE OIL
	

	SAE Viscosity Grade 
	40

	Gravity, @ API  (ASTM D 286)
	26

	Flash Point, oC  (ASTM D  92)  
	260

	Pour Point, oC   (ASTM D  97)
	-15

	Viscosity,  
	

	 CSt @ 40 ºC    (ASTM  D 445)
	135

	CSt @ 100 ºC   (ASTM  D 445)
	13.9

	Viscosity Index (ASTM  D 567)
	99

	 Sulphated Ash % wt  (ASTM D 874)
	0.51

	TBN, mg KOH/g (ASTM D 2896) 
	5.2

	Phosphorus % wt  (Spectro or AA)
	0.03

	Calcium % wt (Spectro or AA)
	0.12


HAROON GAS ENGINE OIL

DESCRIPTION

Haroon Gas Engine Oil (0.5% SULPHATED ASH) has been formulated to provide exceptional deposit, wear, oil oxidation and oil nitration control in the high – output, highly turbo charged natural gas engine. The API – CD quality of oil demonstrate its outstanding deposit control Performance.

PERFORMANCE FEATURES

Haroon Gas Engine Oil is premium quality oil it satisfies the new generation of stationery gas engines provide exceptional deposits, wear, oil oxidation and oil nitration control in the high out put.   It provides excellent piston and engine cleanness and confirms API CD classification.  It confirms US Military Performance level MIL-L-2104 C.

TYPICAL CHARACTERISTICS

	HAROON GAS ENGINE OIL
	

	SAE Viscosity Grade 
	40

	Gravity, @ API  (ASTM D 286)
	26

	Flash Point, oC  (ASTM D  92)  
	260

	Pour Point, oC   (ASTM D  97)
	-15

	Viscosity,  
	

	 CSt @ 40 ºC    (ASTM  D 445)
	135

	CSt @ 100 ºC   (ASTM  D 445)
	13.9

	Viscosity Index (ASTM  D 567)
	99

	 Sulphated Ash % wt  (ASTM D 874)
	0.51

	TBN, mg KOH/g (ASTM D 2896) 
	5.2

	Phosphorus % wt  (Spectro or AA)
	0.03

	Calcium % wt (Spectro or AA)
	0.12


HAROON 300

API CLASS SF/CD-SAE 20W/50

DESCRIPTION

Haroon 300 Engine Oil is manufacture from high quality paraffanic base oils it is highly refined multi-grade engine oil formulated with special type of advanced additives package. The performance of this oil in diesel and petrol engines is very high caliber and of a superior nature in the areas of oil conusmption, bore polish, sludge and oxidation control.   

PERFORMANCE FEATURES

Haroon 300 engine oil is meets the performance level of API Class SF/CD it is a high performance heavy duty engine oil provides high temperture stability and excellent dispersancy its cleans the engines and designed for use in diesel and petrol engines.

TYPICAL CHARACTERISTICS

	TESTS
	SAE-20W/50

	Density @ 15.6 °C Kg/L 
	0.903

	Viscosity  @ 100 °C   cSt
	18-22

	Viscosity Index
	120

	Flash Point ° C (CoC)
	220

	Pour Point ° C
	-18


HAROON MP GEAR OIL-90 (GL-5)

DESCRIPTION

Haroon M.P. Gear Oils are blended from highly refined paraffinic base stocks and contain Extreme Pressure additives. These are recommended for automotive gear boxes, differentials and other transmission systems where an extreme pressure oils is required. 

PERFORMANCE FEATURES

· It meets the Performance level of API GL-5. 

· It also meets MIL-L-2105 B US Military specification level.

TYPICAL CHARACTERISTICS

	TESTS
	90

	Density at 15.6oC Kg/L
	0.908

	Viscosity at 100oC, cSt
	17.20

	Viscosity Index
	96

	Flash Point oC    Min.
	200

	Pour Point oC     Max.
	- 9
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